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HANDHELD SCREWDRIVERS PNEUMATIC with mechanical shut-off clutch

Type Part no. Drive Screws Torque Speed,
idling

rpm

Weight

kilos

min.

Nm

max.
soft pull-up

Nm

max.
hard pull-up

Nm

straight, right rotation, push-to-start (hex. female)

345-308 33 92 67 A 3 mm M 3 0.02  0.5   0.6 1600 0.15
345-408 34 57 63 A 3 mm M 3 0.02  0.55   0.55 1100 0.15
345-708 38 51 62 A 3 mm M 3 0.02  0.7   0.7 600 0.16
345-508 33 92 68 A 3 mm M 3 0.02  0.7   0.7 350 0.16

straight, reversible, push-to-start (hex. female)

345-308 U 33 92 69 A 3 mm M 3 0.02   0.4   0.5 1300 0.17
345-408 U 34 57 64 A 3 mm M 3 0.02   0.5   0.5 950 0.17
345-708 U 38 51 63 B 3 mm M 3 0.02   0.7   0.7 480 0.18
345-508 U 33 92 70 A 3 mm M 3 0.02   0.7   0.7 300 0.18
347-218 U 39 70 60 A 1/4” M 3 0.3   1   1 1900 0.40
347-318 U 39 70 60 B 1/4” M 3 0.3   1.4   1.4 1300 0.40
347-518 U 39 70 60 C 1/4” M 3 0.2   2   2 900 0.40
347-618 U 39 70 60 D 1/4” M 3 0.2   2   2 600 0.43
347-228 U 38 63 63 A 1/4” M 4 0.5   1.3   1.8 3000 0.68
347-728 U 38 63 63 E 1/4” M 4 0.4   1.8   2.0 1600 0.69
347-328 U 38 63 63 B 1/4” M 4 0.4   2.4   2.8 1100 0.69
347-428 U 38 63 63 D 1/4” M 4 0.4   3.5   4 750 0.69
347-528 U 38 63 63 C 1/4” M 5 0.3   5   5 500 0.69
345-7258 U 35 15 68 A 1/4” M 5 1   5   6 1100 0.90
345-3258 U 35 15 68 B 1/4” M 6 1 10 10 640 0.90
345-4258 U 35 15 68 C 1/4” M 6 1 12 12 310 0.90
346-238 U 39 61 88 B 1/4” M 5 2  4.5  5.5 2300 1.31
346-738 U 39 61 88 C 1/4” M 6 2  7  8 1200 1.45
346-338 U 39 61 88 D 1/4” M 6 2 12 12 650 1.45
346-438 U 39 61 88 E 1/4” M 8 2 20 20 320 1.45

straight, reversible, lever-start (hex. female)

347-221 U 38 63 64 A 1/4” M 4 0.5   1.3   1.8 3000 0.68
347-721 U 38 63 64 E 1/4” M 4 0.4   1.8   2.0 1600 0.69
347-321 U 38 63 64 B 1/4” M 4 0.4   2.4   2.8 1100 0.69
347-421 U 38 63 64 D 1/4” M 4 0.4   3.5   4 750 0.69
347-521 U 38 63 64 C 1/4” M 5 0.3   5   5 500 0.69
345-7251 U 38 43 54 A 1/4” M 5 1   5   6 1100 0.9
345-3251 U 38 43 54 B 1/4” M 6 1 10 10 640 0.9
345-4251 U 38 43 54 C 1/4” M 6 1 12 12 310 0.9
346-731 U 39 86 84 C 1/4” M 6 2   7   8 1200 1.45
346-331 U 39 86 84 D 1/4” M 6 2 12 12 650 1.45
346-431 U 39 86 84 E 1/4” M 8 2 20 20 320 1.45

MICROMAT / MINIMAT Screwdrivers

Type Part no. Drive Screws Torque Speed,
idling

rpm

Weight

kilos

min.

Ncm

max.
soft pull-up

Ncm

max.
hard pull-up

Ncm

straight, reversible, push-to-start (hex. female)

345-3008 U 20 26 00 C 3 mm M 2 1 15 15 1400 0.14
345-5008 U 20 26 00 E 3 mm M 2 0.8 25 25 680 0.14
345-6008 U 20 26 00 F 3 mm M 2 0.8 30 30 500 0.14
345-7008 U 20 26 00 G 3 mm M 2 0.8 30 30 300 0.14

NANOMAT Screwdrivers

345-308 U
to
345-508 U

345-3008 U
to
345-7008 U

347-218 U
to
347-618 U

347-228 U
to
347-528 U

345-7258 U
to
345-4258 U

346-238 U
to
346-438 U

Performance data relate to an air pressure of 6.3 bar (90 psi)
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HANDHELD SCREWDRIVERS PNEUMATIC with mechanical shut-off clutch

Type Part no. Drive Screws Torque Speed,
idling

rpm

Weight

kilos

min.

Nm

max.
soft pull-up

Nm

max.
hard pull-up

Nm

pistol grip, lower air-inlet, reversible, trigger-start (hex. female)

347-227 U 39 45 69 A 1/4” M 3 0.5   1.3   1.5 3000 0.75
347-327 U 39 45 69 B 1/4” M 4 0.4   3   3.2 1100 0.75
347-427 U 39 45 69 D 1/4” M 4 0.4   3.5   4 750 0.75
347-527 U 39 45 69 C 1/4” M 5 0.3   5   5 500 0.75
346-7257 U 41 27 99 A 1/4” M 5 1   5   6 1025 1.2
346-3257 U 41 27 99 B 1/4” M 6 1 10 10 525 1.2
346-4257 U 41 27 99 C 1/4” M 6 1 12 12 270 1.2
346-237 U 40 03 73 B 1/4” M 5 2   4.5   5.5 2300 1.6
346-737 U 40 03 73 C 1/4” M 6 2   7   8 1200 1.7
346-337 U 40 03 73 D 1/4” M 6 2 12 12 650 1.7
346-437 U 40 03 73 E 1/4” M 8 2 20 20 320 1.7

pistol grip, upper air-inlet, reversible, trigger-start (hex. female)

347-227 OU 37 28 19 A 1/4” M 3 0.5   1.3   1.5 3000 0.75
347-327 OU 37 28 19 B 1/4” M 4 0.4   3   3.2 1100 0.75
347-427 OU 37 28 19 D 1/4” M 4 0.4   3.5   4 750 0.75
347-527 OU 37 28 19 C 1/4” M 5 0.3   5   5 500 0.75

pistol grip, lower air-inlet, reversible, push-to-start (hex. female)

347-229 U 39 45 73 A 1/4” M 3 0.5   1.3   1.5 3000 0.75
347-329 U 39 45 73 B 1/4” M 4 0.4   3   3.2 1100 0.75
347-429 U 39 45 73 D 1/4” M 4 0.4   3.5   4 750 0.75
347-529 U 39 45 73 C 1/4” M 5 0.3   5   5 500 0.75
345-7259 U 39 08 54 A 1/4” M 5 1   5   6 1025 1.2
345-3259 U 39 08 54 B 1/4” M 6 1 10 10 525 1.2
345-4259 U 39 08 54 C 1/4” M 6 1 12 12 270 1.2
346-239 U 41 14 47 B 1/4” M 5 2   4.5   5.5 2300 1.6
346-739 U 41 14 47 C 1/4” M 6 2   7   8 1200 1.7
346-339 U 41 14 47 D 1/4” M 6 2 12 12 650 1.7
346-439 U 41 14 47 E 1/4” M 8 2 20 20 320 1.7

pistol grip, upper air-inlet, reversible, push-to-start (hex. female)

347-229 OU 39 45 74 A 1/4” M 3 0.5   1.3   1.5 3000 0.75
347-329 OU 39 45 74 B 1/4” M 4 0.4   3   3.2 1100 0.75
347-429 OU 39 45 74 D 1/4” M 4 0.4   3.5   4 750 0.75
347-529 OU 39 45 74 C 1/4” M 5 0.3   5   5 500 0.75

pistol grip, lower air-inlet, upper air-inlet or rear air-inlet, reversible, trigger-start (hex. female)

344-347 U 40 03 20 D 1/4” M 5 3   6.5   8.5 2300 1.7
344-447 U 40 03 20 E 1/4” M 6 3   8 10 1600 1.7
344-247 U 40 03 20 F 1/4” M 8 2 17 17 650 1.95

pistol grip, lower air-inlet, upper air-inlet or rear air-inlet, reversible, push-to-start (hex. female)

344-349 U 41 14 48 D 1/4” M 5 3   6.5   8.5 2300 1.7
344-449 U 41 14 48 E 1/4” M 6 3   8 10 1600 1.7
344-249 U 41 14 48 F 1/4” M 8 2 17 17 650 1.95

MINIMAT Screwdrivers

347-227 OU
to
347-527 OU

346-7257 U
to
346-4257 U

346-237 U
to
346-437 U

344-347 U
to
344-447 U

Performance data relate to an air pressure of 6.3 bar (90 psi)
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HANDHELD SCREWDRIVERS PNEUMATIC with mechanical shut-off clutch

MINIMAT Screwdrivers

Type Part no. Drive Screws Torque Speed,
idling
rpm

Weight

kilos
min.
Nm

max.
Nm

angle-head, reversible, lever-start (square male)

377-321 U 38 65 30 B 1/4” M   4 0.4   3.5 780 0.85
377-321 U-E10 39 08 87 B 3/8” M   4 0.4   3.5 780 0.85
377-421 U 38 65 30 D 1/4” M   5 0.4   4.5 500 0.85
377-421 U-E10 39 08 87 D 3/8” M   5 0.4   4.5 500 0.85
377-521 U 38 65 30 C 1/4” M   5 0.3   6.5 350 0.85
377-521 U-E10 39 08 87 C 3/8” M   5 0.3   6.5 350 0.85
376-7251 U 37 83 85 A 1/4” M   6 1.5   8 810 1.2
376-7251 U-E10 38 26 87 A 3/8” M   6 1.5   8 810 1.2
376-3251 U 37 83 85 B 1/4” M   6 1.5 15 410 1.2
376-3251 U-E10 38 26 87 B 3/8” M   6 1.5 15 410 1.2
377-731 U-E12.5 39 60 37 C 1/2” M   6 4 11 700 2
377-331 U-E12.5 39 60 37 D 1/2” M   8 4 20 350 2
377-431 U-E12.5 39 60 37 E 1/2” M 10 4 35 180 2
377-731 U-E10 41 13 10 C 3/8” M   6 4 10 730 1.9
377-331 U-E10 41 13 10 D 3/8” M   8 4 19 365 1.9
377-431 U-E10 40 06 11 E 3/8” M 10 4 33 190 1.9
377-941 U-E12.5 37 91 00 B 1/2” M 10 8 32 410 2.3
377-741 U-E12.5 37 91 00 C 1/2” M 10 8 46 270 2.3
377-841 U-E12.5 37 91 00 D 1/2” M 12 8 65 185 2.3
377-941 U-E10 40 06 38 B 3/8” M 10 7 30 430 2.2
377-741 U-E10 40 06 38 C 3/8” M 10 7 44 285 2.2

angle-head, reversible, lever-start (hex. female, non-magnetic)
377-321 U-D 39 08 83 B 1/4” M 4 0.4   3.5 780 0.85
377-421 U-D 39 08 83 D 1/4” M 5 0.4   4.5 500 0.85
377-521 U-D 39 08 83 C 1/4” M 5 0.3   6.5 350 0.85
376-7251 U-D 38 26 83 A 1/4” M 6 1.5   8 810 1.2
376-3251 U-D 38 26 83 B 1/4” M 6 1.5 15 410 1.2

angle-head, reversible, lever-start (hex. female, magnetic)
377-321 U-DM 39 08 84 B 1/4” M 4 0.4   3.5 780 0.85
377-421 U-DM 39 08 84 D 1/4” M 5 0.4   4.5 500 0.85
377-521 U-DM 39 08 84 C 1/4” M 5 0.3   6.5 350 0.85
376-7251 U-DM 38 26 84 A 1/4” M 6 1.5   8 810 1.2
376-3251 U-DM 38 26 84 B 1/4” M 6 1.5 15 410 1.2

angle-head, reversible, lever-start (hex. female, with quick change chuck)
377-321 U-F 39 08 85 B 1/4” M 4 0.4   3.5 780 0.85
377-421 U-F 39 08 85 D 1/4” M 5 0.4   4.5 500 0.85
377-521 U-F 39 08 85 C 1/4” M 5 0.3   6.5 350 0.85
376-7251 U-F 38 26 85 A 1/4” M 6 1.5   8 810 1.2
376-3251 U-F 38 26 85 B 1/4” M 6 1.5 15 410 1.2

angle-head, reversible, lever-start (hex. female, with quick change chuck and spring-sleeve)
377-321 U-FH 39 08 86 B 1/4” M 4 0.4   3.5 780 0.85
377-421 U-FH 39 08 86 D 1/4” M 5 0.4   4.5 500 0.85
377-521 U-FH 39 08 86 C 1/4” M 5 0.3   6.5 350 0.85
376-7251 U-FH 38 26 86 A 1/4” M 6 1.5   8 810 1.2
376-3251 U-FH 38 26 86 B 1/4” M 6 1.5 15 410 1.2

angle-head, reversible, lever-start (integrated socket with hex. female drive)
377-321 U-SW 6 39 09 25/1B AF6 M 4 0.4   3.5 780 0.85
377-321 U-SW 8 39 09 25/2B AF8 M 4 0.4   3.5 780 0.85
377-321 U-SW 10 39 09 25/3B AF10 M 4 0.4   3.5 780 0.85
377-321 U-SW 13 39 09 25/4B AF13 M 4 0.4   3.5 780 0.85
377-421 U-SW 6 39 09 25/1D AF6 M 5 0.4   4.5 500 0.85
377-421 U-SW 8 39 09 25/2D AF8 M 5 0.4   4.5 500 0.85
377-421 U-SW 10 39 09 25/3D AF10 M 5 0.4   4.5 500 0.85
377-421 U-SW 13 39 09 25/4D AF13 M 5 0.4   4.5 500 0.85
377-521 U-SW 6 39 09 25/1C AF6 M 5 0.3   6.5 350 0.85
377-521 U-SW 8 39 09 25/2C AF8 M 5 0.3   6.5 350 0.85
377-521 U-SW 10 39 09 25/3C AF10 M 5 0.3   6.5 350 0.85
377-521 U-SW 13 39 09 25/4C AF13 M 5 0.3   6.5 350 0.85
376-7251U-SW6 38 61 39/1A AF6 M 6 1.5   8 810 1.2
376-7251U-SW8 38 61 39/2A AF8 M 6 1.5   8 810 1.2
376-7251U-SW10 38 61 39/3A AF10 M 6 1.5   8 810 1.2
376-7251U-SW13 38 61 39/4A AF13 M 6 1.5   8 810 1.2
376-3251U-SW6 38 61 39/1B AF6 M 6 1.5 15 410 1.2
376-3251U-SW8 38 61 39/2B AF8 M 6 1.5 15 410 1.2
376-3251U-SW10 38 61 39/3B AF10 M 6 1.5 15 410 1.2
376-3251U-SW13 38 61 39/4B AF13 M 6 1.5 15 410 1.2

377-321 U
377-421 U
377-521 U

376-7251 U
376-3251 U

377-731 U
377-331 U
377-431 U

377-941 U
377-741 U
377-841 U

377-321 U-SW..
377-421 U-SW..
377-521 U-SW..

376-7251 U-SW..
376-3251 U-SW..

Performance data relate to an air pressure of 6.3 bar (90 psi)
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HANDHELD SCREWDRIVERS PNEUMATIC with mechanical shut-off clutch

HANDHELD SCREWDRIVERS PNEUMATIC with controlled clutch function

Type Part no. Drive Screws Torque Speed,
idling

rpm

Weight

kilos

min.

Nm

max.

soft pull-up
Nm

max.

hard pull-up
Nm

straight, reversible, push-to-start (hex. female)

345-308 U ESD 37 68 46 A 3 mm M 3 0.02   0.4   0.5 1300 0.17
345-408 U ESD 37 68 46 B 3 mm M 3 0.02   0.5   0.5 950 0.17
345-708 U ESD 38 51 64 A 3 mm M 3 0.02   0.7   0.7 480 0.18
345-508 U ESD 37 68 46 C 3 mm M 3 0.02   0.7   0.7 300 0.18
347-218 U ESD 40 33 45 A 1/4” M 3 0.3   1   1 1900 0.40
347-318 U ESD 40 33 45 B 1/4” M 3 0.3   1.4   1.4 1300 0.40
347-518 U ESD 40 33 45 C 1/4” M 3 0.2   2   2 900 0.40
347-618 U ESD 40 33 45 D 1/4” M 3 0.2   2   2 600 0.43
347-228 U ESD 39 24 76 A 1/4” M 4 0.5   1.3   1.8 3000 0.68
347-328 U ESD 39 24 76 B 1/4” M 4 0.4   2.4   2.8 1100 0.69
347-428 U ESD 39 24 76 D 1/4” M 4 0.4   3.5   4 750 0.69
347-528 U ESD 39 24 76 C 1/4” M 5 0.3   5   5 500 0.69
345-7258U ESD 40 96 31 A 1/4” M 5 1   5   6 1100 0.9
345-3258U ESD 40 96 31 B 1/4” M 6 1 10 10 640 0.9
345-4258U ESD 40 96 31 C 1/4” M 6 1 12 12 310 0.9

Type Part no. Drive Screws Seating
Torque

Driving
Torque
max.
Nm

Speed,
idling

rpm

Weight

kilos
min.
Nm

max.
Nm

straight, reversible, push-to-start (hex. female)

347 S-218 U 40 51 58 A 1/4” M 3 0.3 1 1.1 1900 0.52
347 S-318 U 40 51 58 B 1/4” M 3 0.4 1.4 1.6 1300 0.52
347 S-518 U 40 51 58 C 1/4” M 3 0.4 2 2.2 900 0.52
347 S-618 U 40 51 58 D 1/4” M 3 0.4 2 2.2 600 0.52
347 S-328 U 38 65 42 B 1/4” M 4 0.4 2.8 3.1 1100 0.76
347 S-428 U 38 65 42 D 1/4” M 4 0.4 3.5 3.9 750 0.76
347 S-528 U 38 65 42 C 1/4” M 5 0.3 5 5.5 500 0.76
346 S-238 U 40 91 14 B 1/4” M 5 0.5 4.5 5 2300 1.41
346 S-738 U 40 91 14 C 1/4” M 5 0.4 5 7 1200 1.48

pistol grip, lower air-inlet, reversible, trigger-start (hex. female)

347 S-327 U 39 14 86 B 1/4” M 4 0.4 3 3.3 110 0.82
347 S-427 U 39 14 86 D 1/4” M 4 0.4 3.5 3.9 750 0.82
347 S-527 U 39 14 86 C 1/4” M 5 0.3 5 5.5 500 0.82
345 S-237 U 39 27 73 A 1/4” M 5 0.5 4.5 5 2300 1.5
345 S-737 U 39 27 73 B 1/4” M 5 0.4 5 7 1200 1.6

pistol grip, upper air-inlet, reversible, trigger-start (hex. female)

347 S-327 OU 39 14 90 B 1/4” M 4 0.4 3 3.3 1100 0.82
347 S-427 OU 39 14 90 D 1/4” M 4 0.4 3.5 3.9 750 0.82
347 S-527 OU 39 14 90 C 1/4” M 5 0.3 5 5.5 500 0.82

MICROMAT-ESD / MINIMAT-ESD Screwdrivers

SENSOMAT Screwdrivers

345-308 U ESD
to
345-508 U ESD

347-218 U ESD
to
347-618 U ESD

347-228 U ESD
to
347-528 U ESD

347 S-328 U
to
347 S-528 U

347 S-327 U
to
347 S-527 U

Performance data relate to an air pressure of 6.3 bar (90 psi)
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HANDHELD SCREWDRIVERS PNEUMATIC with mechanical shut-off clutch

Performance data relate to an air pressure of 6.3 bar (90 psi)

Type Part no. Drive Screws Torque Speed,
idling

rpm

Weight

kilos

min.

Nm

max.
 

soft pull-up
Nm

max.

hard pull-up
Nm

straight, right rotation, push-to-start (hex. female)

345F-308 39 94 00 A 3 mm M 3 0.02   0.5   0.6 1600 0.15
345F-408 39 94 00 B 3 mm M 3 0.02   0.55   0.55 1100 0.15
345F-708 39 94 00 C 3 mm M 3 0.02   0.7   0.7 600 0.16
345F-508 39 94 00 D 1/4” M 3 0.02   0.7   0.7 350 0.16
347F-218 39 70 61 A 1/4” M 3 0.3   1   1 1900 0.40
347F-318 39 70 61 B 1/4” M 3 0.3   1.4   1.4 1300 0.40
347F-518 39 70 61 C 1/4” M 3 0.2   2   2   900 0.40
347F-618 39 70 61 D 1/4” M 3 0.2   2   2 600 0.43
347F-228 38 63 65 A 1/4” M 4 0.5   1.8   2 4000 0.68
347F-328 38 63 65 B 1/4” M 4 0.4   3   3.2 1550 0.69
347F-428 38 63 65 D 1/4” M 4 0.4   4   4.5 1000 0.69
347F-528 38 63 65 C 1/4” M 5 0.3   5   5 680 0.69
345F-7258 40 15 37 A 1/4” M 5 1   5   6 1100 1.2
345F-3258 40 15 37 B 1/4” M 6 1 10 10 680 1.2
345F-4258 40 15 37 C 1/4” M 6 1 12 12 310 1.2
346F-238 39 63 59 B 1/4” M 5 2   5   6 2500 1.28
346F-738 39 63 59 C 1/4” M 6 2   8   9 1400 1.34
346F-338 39 63 59 D 1/4” M 6 2 14 14 750 1.34
346F-438 39 63 59 E 1/4” M 8 2 20 20 400 1.34

pistol grip, lower air-inlet, right rotation, trigger start (hex. female)

347F-227 39 17 35 A 1/4” M 3 0.4   1.5   1.8 4000 0.75
347F-327 39 17 35 B 1/4” M 4 0.4   3   3.2 1550 0.75
347F-427 39 17 35 D 1/4” M  4 0.4   3.5   4 1000 0.75
347F-527 39 17 35 C 1/4” M 5 0.3   5   5 680 0.75

345F-7257 39 46 25 A 1/4” M 5 1   5   6 1025 1.2
345F-3257 39 46 25 B 1/4” M 6 1 10 10 525 1.2
345F-4257 39 46 25 C 1/4” M 6 1 12 12 270 1.2

    
346F-737 40 05 61 C 1/4” M 6 2   8   9 1400 1.7
346F-337 40 05 61 D 1/4” M 6 2 14 14 750 1.7
346F-437 40 05 61 E 1/4” M 8 2 20 20 400 1.7

pistol grip, upper air-inlet, right rotation, trigger-start (hex. female)

347F-227 O 39 14 73 A 1/4” M 3 0.4   1.5   1.8 4000 0.75
347F-327 O 39 14 73 B 1/4” M 4 0.4   3   3.2 1550 0.75
347F-427 O 39 14 73 D 1/4” M 4 0.4   3.5   4 1000 0.75
347F-527 O 39 14 73 C 1/4” M 5 0.3   5   5 680 0.75

pistol grip, lower air-inlet, reversible, trigger-start (hex. female)

347F-227 U 39 50 47 A 1/4” M 3 0.4   1.5   1.8 3000  0.75
347F-327 U 39 50 47 B 1/4” M 4 0.4   3   3.2 1100 0.75
347F-427 U 39 50 47 D 1/4” M 4 0.4   3.5   4 750 0.75
347F-527 U 39 50 47 C 1/4” M 5 0.3   5   5 500 0.75
346F-737 U 40 28 45 C 1/4” M 6 2   7   8 1200 1.7
346F-337 U 40 28 45 D 1/4” M 6 2 12 12 650 1.7
346F-437 U 40 28 45 E 1/4” M 8 2 20 20 320 1.7

pistol grip, upper air-inlet, reversible, trigger-start (hex. female)

347F-227 OU 39 50 52 A 1/4” M 3 0.4   1.5   1.8 3000 0.75
347F-327 OU 39 50 52 B 1/4” M 4 0.4   3   3.2 1100 0.75
347F-427 OU 39 50 52 D 1/4” M 4 0.4   3.5   4 750 0.75
347F-527 OU 39 50 52 C 1/4” M 5 0.3   5   5 500 0.75

angle-head, right rotation, lever-start (square male)

377F-321 38 96 89 B 1/4” M   4 0.4   3.5   3.5 820 0.85
377F-421 38 96 89 D 1/4” M   5 0.4   4.5   4.5 530 0.85
377F-521 38 96 89 C 1/4” M   5 0.3   6.5   6.5 380 0.85
376 F-7251 39 20 61 A 1/4” M   6 1.5   8   8 810 1.2
376 F-3251 39 20 61 B 1/4” M   6 1.5 15 15 410 1.2
377 F-731 40 40 85 C 1/2” M   6 4 13 13 840 2
377 F-331 40 40 85 D 1/2” M   8 4 23 23 450 2
377 F-431 40 40 85 E 1/2” M 10 4 33 33 240 2
377F-941-E12.5 20 42 09 B 1/2” M 10 8 32 32 410 2.3
377F-741-E12.5 20 42 09 C 1/2” M 10 8 46 46 270 2.3
377F-841-E12.5 20 42 09 D 1/2” M 12 8 65 65 185 2.3

MICROMAT-F / MINIMAT-F Screwdrivers

Required accessories for MINIMAT-F screwdriver:
Function controller fc und pneumatic controller pc.
For technical details see brochure D3440 E or page 17 of this catalogue.

347F-228
to
347F-528

345 F-7257
to
345 F-4257

347 F-227 O
to
347 F-527 O

377 F-321
to
377 F-521
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HANDHELD SCREWDRIVERS PNEUMATIC FOR SPECIAL APPLICATIONS

VARIOMAT - drilling machine and screwdriver in one tool 

Type Part no. Drive Screws

nominal
Ø

Torque Speed,
idling

rpm

Weight

kilos

min.

Nm

max.
 

soft pull-up
Nm

max.
 

hard pull-up
Nm

basic model

305-237 UH 40 13 54 A
1/2”

20 UNF/
F6.3 *)

max. 5 according to equipment
(equipment optional)

2000 0.9

RECYCLING Drivers

Type Part no. Drive Torque Speed,
idling
rpm

Weight

kilos
max.
Nm

straight, reversible, push-to-start (hex female)

325-3258 UL 36 27 14 A 1/4” 10 640 0.8
325-4258 UL 36 27 14 B 1/4” 10 310 0.8

pistol grip, lower air-inlet, reversible, trigger-start (hex. female)

305-3257 UL 35 25 87 E 1/4”  15 525 1.05
305-4257 UL 35 25 87 F 1/4”  18 270 1.05

Performance data relate to an air pressure of 6.3 bar (90 psi)

*) according to equipment, see also broschure D3520 EPlease order necessary accessories extra

Slip clutch Screwdrivers

Type Part no. Drive Screws Torque Speed,
idling
rpm

Weight

kilos
min.
Nm

max.
Nm

straight, reversible, lever-start (hex. female)

323-221 U 38 97 26 A 1/4” M 4 0.5   1.3 3000 0.68
323-321 U 38 97 26 B 1/4” M 4 0.4   2.4 1100 0.69
323-521 U 38 97 26 C 1/4” M 5 0.3   5 500 0.69
325-7251 U 38 27 10 A 1/4” M 5 1   5 1100 1
325-3251 U 38 27 10 B 1/4” M 6 1 10 640 1
325-4251 U 38 27 10 C 1/4” M 6 1 12 310 1

pistol grip, lower air-inlet, reversible, trigger-start (hex. female)

323-227 U 37 42 19 A 1/4” M 3 0.5  1.5 3000 0.75
323-327 U 37 42 19 B 1/4” M 4 0.3  3 1100 0.75
323-527 U 37 42 19 C 1/4” M 5 0.3  5 500 0.75
325-7257 U 37 57 97 A 1/4” M 5 1  5 1025 1.2
325-3257 U 37 57 97 B 1/4” M 6 1 10 525 1.2
325-4257 U 37 57 97 C 1/4” M 6 1 12 270 1.2

pistol grip, upper air-inlet, reversible, trigger-start (hex. female)

323-227 OU 39 62 84 A 1/4” M 3 0.4 1.5 2500 0.75
323-327 OU 39 62 84 B 1/4” M 4 0.3 3 1100 0.75
323-527 OU 39 62 84 C 1/4” M 5 0.3 5 500 0.75

angle-head, reversible, lever-start (square male)

353-321 U 38 97 72 B 1/4” M 4 0.4 4 780 0.85
353-521 U 38 97 72 C 1/4” M 5 0.3 6.5 350 0.85

Flat head wrenches 

Type Part no. Screws Speed, idling Weight
kilosrpm

straight, lever-start, closed head

39-521-19 K 39 16 25 A M 4 - M   6   90 1.15
39-331-19 K 39 05 18 F M 4 - M   6 165 1.5
39-331-21 K 39 05 18 G M 4 - M   7 160 1.5
39-331-32 K 39 05 18 A M 6 - M 12 150 1.6
39-331-32 L 39 05 18 C M 6 - M 12 150 1.75
39-331-46 K 39 05 18 N M 8 - M 18 110 1.7

straight, lever-start, open head

39-331-43 O 39 05 18 D M 5 - M 10   150 1.6

305-237 UH

325-3258 UL
325-4258 UL

305-3257 UL
305-4257 UL.

323-227 U
to
323-527 U

323-221 U
to
323-521 U

353-321 U
353-521 U

39-331-19 K
to
39-331-46 K

39-521-19 K

39-331-43 O

305-237 UH



10

HANDHELD SCREWDRIVERS PNEUMATIC FOR SPECIAL APPLICATIONS

Impulse Driver without shut-off

Impulse Driver with shut-off

MINIMAT-T  the Depth-Stop-Driver

Type Part no. Drive Screws Torque Speed,
idling
rpm

Air con-
sumption
m3 /min

Weight

kilos
min.
Nm

max.
Nm

straight, reversible (Quick Change Chuck with hex. female)

HSC 02 GS 81 24 82 A 1/4” M 4 - M 6 14 20 10500 0.25 0.96
HSC 03 GS 81 24 80 A 1/4” M 6 18 27 10500 0.30 1.02

pistol grip, reversible (Quick Change Chuck with hex. female)

HSC 03 PS 81 24 79 A 1/4” M 6 18 27 10500 0.30 1.02
HSC 04 PS 81 24 78 B 1/4” M 4 - M 6 24 38 8400 0.6 1.3

pistol grip, reversible (square male)

HSC 03 P 81 24 81 A 3/8” M   6 - M   8 19 30 10500 0.30 1.02
HSC 04 P 81 24 83 A 3/8” M   8 - M 10 28 48 8200 0.35 1.4
HSC 08 P 81 24 84 A 1/2” M 10 60 85 6500 0.40 2
HSC 10 P 81 24 85 A 1/2” M 12 - M 14 100 140 6000 0.50 2.7

Type Part no. Drive Screws Torque Speed,
idling
rpm

Air con-
sumption
m3 /min

Weight

kilos
min.
Nm

max.
Nm

straight, reversible (Quick Change Chuck with hex. female)

HY 115 G1 36 30 27 A 1/4” to M 6 5 15 3000 0.10 1.1
HY 135 G8 36 30 31 A 7/16” to M 8 15 35 4000 0.37 1.35

pistol grip, reversible (Quick Change Chuck with hex. female)

HY 207 P7 39 74 49 A 1/4” M 5 to M 6 3 6 5500 0.19 0.9
HY 211 P7 41 15 58 A 1/4” to M 6 6 11 6500 0.3 0.85
HY 220 P7 41 15 59 A 1/4” to M 7 10 20 7500 0.35 0.85
HY 135 P7 36 30 33 B 7/16” to M 8 15 35 2500 0.37 1.45

pistol grip, reversible (square male)

HY 160 P7 37 59 30 A 1/2” to M 10 30 60 3500 0.7 2

Type Part no. Drive Torque Speed,
idling
rpm

Weight

kilos
max.
Nm

straight, reversible, push-to-start (hex. female)

345 T-7258 U 36 92 72 A 1/4” 5 1100 0.8
345 T-3258 U 36 92 72 B 1/4” 10   680 0.8
345 T-4258 U 36 92 72 C 1/4” 12 310 0.8

pistol grip, lower air-inlet, reversible, trigger-start (hex. female)

345 T-7257 U 36 92 73 A 1/4” 5 1025 1.1
345 T-3257 U 36 92 73 B 1/4” 10   525 1.1
345 T-4257 U 36 92 73 C 1/4” 12 270 1.1

Performance data relate to an air pressure of 6.3 bar (90 psi)

HSC 03 PS
to
HSC 10 P

HSC 02 GS
HSC 03 GS

HY 207 P7

HY 160 P7

345 T-7258 U
345 T-3258 U 
345 T-4258 U 

345 T-7257 U
345 T-3257 U
345 T-4257 U

HY 115 G1
HY 135 G8



11

HANDHELD SCREWDRIVERS ELECTRONIC

Type Part no. Drive Screws Torque Speed,
idling

rpm

Weight

kilos

min.

Nm

max.
soft pull-up

Nm

max.
hard pull-up

Nm

straight, reversible, trigger-start (hex. female)

341 E-101 U 38 64 11 A 1/4” M 3 0.10 1    1 700 0.38
341 E-251 U 38 64 16 A 1/4” M 4 0.85 2.2    2.5 700 0.68
341 E-321 U 38 64 17 A 1/4” M 4 1.60 3    3.2 550 0.72

straight, reversible, push-to-start (hex. female)

341 E-258 U 38 64 18 A 1/4” M 4 0.85 2.2    2.5 700 0.68
341 E-328 U 38 64 19 A 1/4” M 4 1.60 1.5    3.2 550 0.72

Electric Screwdrivers with mechanical shut-off clutch

MICROMAT-EC / MINIMAT-EC Screwdrivers

Type Part no. Drive Torque Speed
min.
Nm

max.*)
Nm

min.
rpm

max.*)
rpm

straight, push-to-start (hex. female)

320EGA19-0002 40 20 30 A 3 mm 0.03   0.2 150 1500
320EGA19-0005 40 20 30 C 3 mm 0.08   0.5 120 1200
320EGA19-0008 40 20 30 B 3 mm 0.15   0.8 100 1000
320EGA27-0004 39 95 15 A 3 mm 0.06   0.4 60 1200
320EGA27-0010 39 95 15 B 3 mm 0.15   1 50 1000
320EGA27-0018 39 95 15 F 1/4” 0.4   1.8 100 1000
320EGA27-0022 39 95 15 C 1/4” 0.4   2.2 50 700
320EGA27-0040 39 95 15 D 1/4” 0.7   4 40 400
320EGA36-0040 40 48 66 A 1/4” 0.8   4 100 1000
320EGA36-0060 40 48 66 B 1/4” 1   6 70 740
320EGA36-0120 40 48 66 C 1/4” 2 12 35 380
320EGA36-0180 40 48 66 D 1/4” 3 18 25 280

straight, trigger-start (hex. female)

320EGT19-0002 41 20 30 A 3 mm 0.03   0.2 150 1500
320EGT19-0005 41 20 30 C 3 mm 0.08   0.5 120 1200
320EGT19-0008 41 20 30 B 3 mm 0.15   0.8 100 1000
320EGT27-0004 40 41 49 A 3 mm 0.06   0.4 60 1200
320EGT27-0010 40 41 49 B 3 mm 0.15   1 50 1000
320EGT27-0018 40 41 49 F 1/4” 0.4   1.8 100 1000
320EGT27-0022 40 41 49 C 1/4” 0.4   2.2 50 700
320EGT27-0040 40 41 49 D 1/4” 0.7   4 40 400
320EGT36-0040 40 83 24 A 1/4” 0.8   4 100 1000
320EGT36-0060 40 83 24 B 1/4” 1   6 70 740
320EGT36-0120 40 83 24 C 1/4” 2 12 35 380
320EGT36-0180 40 83 24 D 1/4” 3 18 25 280

pistol-grip, trigger-start (hex. female)

320EPT27-0004 40 36 36 A 3 mm 0.06   0.4 60 200
320EPT27-0010 40 36 36 B 3 mm 0.15   1 50 1000
320EPT27-0022 40 36 36 C 1/4” 0.4   2.2 50 700
320EPT27-0040 40 36 36 D 1/4” 0.7   4 40 400
320EPT36-0040 40 05 32 A 1/4” 0.8   4 100 1000
320EPT36-0060 40 05 32 B 1/4” 1   6 70 740
320EPT36-0120 40 05 32 C 1/4” 2 12 35 380
320EPT36-0180 40 05 32 D 1/4” 3 18 25 280

*) as per VDI/VDE 2647 DirectiveRequired accessories for EC screwdrivers:
Sequence controller, motor cable and power supply cable.
For technical details see brochure D3490 E or page 17 of this catalogue.

341 E-251 U
341 E-321 U
341 E-258 U
341 E-328 U

MINIMAT-EC
320EGA27-…
320EGA36-…

341 E-101 U

MICROMAT-EC
320EGA19-…

MINIMAT-EC
320EPT27-…
320EPT36-…
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HANDHELD SCREWDRIVERS ELECTRONIC

MINIMAT-ED Digital Electric Srewdriver
with integrated electromagnetic shut-off clutch

MICROMAT-EC / MINIMAT-EC Screwdrivers

MINIMAT-EC-Servo Screwdriver

Type Part no. Drive Torque Speed
min.
Nm

max.*)
Nm

min.
rpm

max.*)
rpm

angle head, lever-start (square male)

320EWT27-0022-E6 40 05 80 B 1/4” 0.4   2.2 80 800
320EWT27-0035-E6 40 05 80 C 1/4” 0.7   3.5 50 500
320EWT27-0060-E6 40 05 80 E 1/4” 1   6 30 300
320EWT27-0022-E10 40 99 02 B 3/8” 0.4   2.2 80 800
320EWT27-0035-E10 40 99 02 C 3/8” 0.7   3.5 50 500
320EWT27-0060-E10 40 99 02 E 3/8” 1   6 30 300
320EWT36-0060-E6 40 56 46 B 1/4” 1   6 75 750
320EWT36-0120-E6 40 56 46 C 1/4” 2 12 40 400
320EWT36-0180-E10 40 56 46 D 3/8” 3 18 20 240
320EWT36-0250-E10 40 56 46 E 3/8” 5 25 15 180
320EWT36-0060-E10 41 09 32 B 3/8” 1   6 75 750
320EWT36-0120-E10 41 09 32 C 3/8” 2 12 40 400

angle head, lever-start (hex female)

320EWT27-0022-F6 40 99 03 B 1/4” 0.4   2.2 80 800
320EWT27-0035-F6 40 99 03 C 1/4” 0.7   3.5 50 500
320EWT27-0060-F6 40 99 03 E 1/4” 1   6 30 300
320EWT27-0022-D6 40 99 00 B 1/4” 0.4   2.2 80 800
320EWT27-0035-D6 40 99 00 C 1/4” 0.7   3.5 50 500
320EWT27-0060-D6 40 99 00 E 1/4” 1   6 30 300
320EWT27-0022-DM6 40 99 01 B 1/4” 0.4   2.2 80 800
320EWT27-0035-DM6 40 99 01 C 1/4” 0.7   3.5 50 500
320EWT27-0060-DM6 40 99 01 E 1/4” 1   6 30 300
320EWT36-0060-F6 41 13 07 B 1/4” 1   6 75 750
320EWT36-0120-F6 41 13 07 C 1/4” 2 12 40 400
320EWT36-0060-D6 41 09 34 B 1/4” 1   6 75 750
320EWT36-0120-D6 41 09 34 C 1/4” 2 12 40 400
320EWT36-0060-DM6 41 13 01 B 1/4” 1   6 75 750
320EWT36-0120-DM6 41 13 01 C 1/4” 2 12 40 400

Type Part no. Torque Speed
min.
Nm

max.
Nm

min.
rpm

max.
rpm

angle head design

315 EWT58-0600-E12 39 98 53 A 12   60 25 550
315 EWT58-0350-E10 39 98 53 B   7   35 50 800
315 EWT58-1200-E12 39 98 53 C 25 120 15 250

*) as per VDI/VDE 2647 DirectiveRequired accessories for EC screwdrivers:
Sequence controller, motor cable and power supply cable.
For technical details see brochure D3490 E or page 17 of this catalogue.

Required accessories for Digital screwdrivers: Power supply, motor cable and power supply cable
For technical details see brochure D3495 E.

Required accessories for EC-servo screwdrivers:
Sequence controller and motor cable.
For technical details see brochure D3497 E or page 17 of this catalogue.

Type Part no. Drive Torque Speed

rpm
min.
Nm

max.
Nm

straight, trigger-start or push-to-start (hex. female)

345EG36-0050 40 00 36 G 1/4” 1 5 500
345EG36-0030 40 00 36 H 1/4” 0.6 3 810
345EG36-0018 40 00 36 I 1/4” 0.3  1.8 500

pistol-grip, trigger-start or push-to-start (hex. female)

345EP36-0050 41 04 55 G 1/4” 1 5 500
345EP36-0030 41 04 55 H 1/4” 0.6 3 810
345EP36-0018 41 04 55 I 1/4” 0.3 1.8 500

320 EWT27-..
320 EWT36-..

345 EG36-..

315 EWT58-..
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SCREWDRIVER SPINDLES PNEUMATIC with mechanical shut-off clutch

NANOMAT / MICROMAT / MINIMAT Screwdriver Spindles

Type Part no. Drive Torque Speed,
idling

rpm

Weight

kilos

min.

Nm

max.
soft pull-up

Nm

max.
hard pull-up

Nm

Control Screwdrivers, right rotation, push-to-start (hex. female)

345-3008-31 20 40 00 C 3 mm   0.01     0.15    0.15 1600 0.14
345-5008-31 20 40 00 E 3 mm   0.008     0.25    0.25   775 0.14
345-6008-31 20 40 00 F 3 mm   0.008     0.30    0.30 590 0.14
345-7008-31 20 40 00 G 3 mm   0.008     0.30    0.30 340 0.14
345-308-31 33 92 71 A 3 mm   0.02     0.5    0.6 1600 0.18
345-408-31 34 57 65 A 3 mm   0.02     0.55    0.55 1100 0.18
345-708-31 38 51 38 A 3 mm   0.02     0.7    0.7 650 0.19
345-508-31 33 92 71 B 3 mm   0.02     0.7    0.7 350 0.19
347-218-31 39 70 66 A 1/4”   0.3     1    1 1900 0.5
347-318-31 39 70 66 B 1/4”   0.3     1.4    1.4 1300 0.5
347-518-31 39 70 66 C 1/4”   0.2     2    2 900 0.5
347-618-31 39 70 66 D 1/4”   0.2     2    2 600 0.55
347-228-31 38 63 69 A 1/4”   0.5     1.6    2.2 4000 0.89
347-328-31 38 63 69 B 1/4”   0.4     3    3.5 1550 0.89
347-528-31 38 63 69 C 1/4”   0.3     5    5 680 0.89
346-238-31 40 61 09 B 1/4”   2     5    6 2500 1.5
346-738-31 40 61 09 C 1/4”   2     8    9 1400 1.6
346-338-31 40 61 09 D 1/4”   2   14   14 800 1.6
346-438-31 40 61 09 E 1/4”   2   20   20 400 1.6
344-340-313) 38 97 30 A 7/16”   4     8     8 2800 2.5
344-440-313) 38 97 30 B 7/16”   4   10   10 2100 2.5
344-740-313) 38 97 30 C 7/16” 16   34   34 640 2.65
344-840-313) 38 97 30 D 7/16” 16   45   45 450 2.65
344-940-31 40 46 23 B 1/2” 40   85   85 250 6
344-140-31 40 46 23 C 1/2” 40 130 130 160 6
344-240-31 40 46 23 D 1/2” 40 180 180 115 6

Control Screwdrivers for Off-Set / Reduction Gear, right rotation, push-to-start

347-228-31 LV 38 86 45 A  
for Off-Set Gear 38 86 49 A 1/4” 1)  0.5     1.5     2 4200 1.34

347-328-31 LV 38 86 45 B   
for Off-Set Gear 38 86 49 A 1/4” 1)  0.4     2.8     3.3 1700 1.34

347-528-31 LV 38 86 45 C
for Off-Set Gear 38 86 49 A 1/4” 1)  0.3     4.7     4.7 750 1.34

346-738-31 LV 40 10 68 C 
for Off-Set Gear 40 12 36 B 1/4” 1)  2.6     9     9 1050 3

346-338-31 LV 40 10 68 D 
for Off-Set Gear 40 12 36 B 1/4” 1)  2.6   15   15 600 3

346-438-31 LV 40 10 68 E 
for Off-Set Gear 40 12 36 B 1/4” 1)  2.6   20   20 300 3

346-338-31 40 61 09 D
for Off-Set Gear 40 72 04 A 3/8” 2)  4   42   42 200 3.2
for Off-Set Gear 33 31 781 A 1/2” 2)  6   62   62 130 4.1

346-438-31 40 61 09 E
for Off-Set Gear 40 72 04 A 3/8” 2)  4   72   72 100 3.2
for Off-Set Gear 33 31 781 A 1/2” 2)  6 105 105 60 4.1
for Off-Set Gear 34 31 551 A 1/2” 2)  7 140 140 50 4.4

Type Part no. Drive Torque Speed,
idling

rpm

Weight

 
kilos

min.

Nm

max.
soft pull-up

Nm

max.
hard pull-up

Nm

Control Screwdrivers with Torque Sensor, right rotation, push-to-start (hex. female)

345C-508-31 37 60 88 A 3 mm  0.05   0.7   0.7 350 0.34
345C-708-31 37 60 88 C 3 mm  0.12   0.7   0.7 650 0.34
347C-518-31 39 70 70 C 1/4”  0.4   2   2 900 0.6
347C-618-31 39 70 70 D 1/4”  0.4   2   2 600 0.6
348C-428-31 40 00 90 D 1/4”  1   4   4.5 1000 1.1
348C-528-31 40 00 90 C 1/4”  0.8   5   5 680 1.1
345C-338-31 33 83 82 C 1/4”  2 14 14 800 1.8
345C-438-31 33 83 82 D 1/4”  2 24 24 400 1.8

MICROMAT-C / MINIMAT-C Screwdriver Spindles
The shut-off screwdriver with measurement transducer

1) hex. female 2) square male 3) with Remote-Start

345-3008-31
to
345-7008-31

346-338-31
with Off-Set Gear

345-308-31
to
345-508-31

345C-508-31

347-228-31
to
347-528-31

345C-338-31
345C-438-31

347C-518-31
347C-618-31

344-340-31
to
344-840-31

348C-428-31
348C-528-31

Performance data relate to an air pressure of 6.3 bar (90 psi)
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SCREWDRIVER SPINDLES PNEUMATIC with mechanical shut-off clutch

SCREWDRIVER SPINDLES PNEUMATIC with controlled clutch function

MINIMAT Screwdriver Spindles

SENSOMAT Screwdriver Spindles

Type Part no. Drive Torque Speed
max.
rpm

Weight

kilos
min.
Nm

max.
Nm

Control Screwdrivers, angle head, right rotation, remote start (square male)

377-320-7-E6.3 20 06 16 B 1/4” 1)     0.4   3.6 1070 0.9
377-420-7-E6.3 20 06 16 D 1/4” 1)     0.4   4.5 710 0.9
377-520-7-E6.3 20 06 16 C 1/4” 1)     0.3   6.5 470 0.9
377-230-7-E10 20 09 41 B 3/8”     4    7 1500 1.9
377-730-7-E10 20 09 41 C 3/8”     4 12 840 1.9
377-330-7-E10 20 09 41 D 3/8”     4 20 450 1.9
377-430-7-E10 20 09 41 E 3/8”     4 35 240 1.9
377-740-7-E12.5 20 06 62 C 1/2”   20 48 390 2.7
377-840-7-E12.5 20 06 62 D 1/2”   20 67 270 2.7

Type Part no. Drive Seating Driving
Torque
max.
Nm

Speed,
idling

rpm

Weight

kilos

Torque
min.
Nm

max.
Nm

SENSOMAT, right rotation, push-to-start (hex. female)

347S-228-31 39 14 88 A 1/4” 0.5 1.6 2 4000 0.9
347S-328-31 39 14 88 B 1/4” 0.4 3 3.3 1550 0.9
347S-528-31 39 14 88 C 1/4” 0.3 5 5.5 680 0.9
346S-238-31 40 92 80 B 1/4” 0.5 4 4.5 2500 1.3
346S-738-31 40 92 80 C 1/4” 0.5 5 7 1400 1.3

1) also available with hex. female Performance data relate to an air pressure of 6.3 bar (90 psi)

Performance data relate to an air pressure of 6.3 bar (90 psi)

All Screwdriver Spindles in angle head design are also available with reversible operation.

All pneumatic Screwdriver Spindles are also available with left-rotation, reversible and remote-start operation.

377-320-7-E6.3
to
377-840-7-E12.5
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SCREWDRIVER SPINDLES ELECTRONIC

MINIMAT-EC-Servo Screwdriver Spindles

MICROMAT-EC / MINIMAT-EC Screwdriver Spindles

Type Part no. Drive Torque Speed,
idling
rpm

Weight

kilos
min.
Nm

max.
Nm

EC-Screwdrivers with Torque- and Angle Transducer, reversible (hex. female)

310 E 30-002 39 33 00 A 1/4” 0.2 2 1200 1.1
310 E 30-005 39 33 00 B 1/4” 0.8 5   600 1.1
310 E 36-005 38 31 43 A 1/4” 1  5 1000 1.8
310 E 36-012 38 31 43 B 1/4” 2 12   600 1.8
310 E 36-018 38 31 43 C 1/4” 4 18   450 1.85
310 E 36-025 38 31 43 D 1/4” 5 25   350 1.85

EC-Screwdrivers with Torque- and Angle Transducer, reversible (square male)

310 E 56-022 39 00 04 D 1/2”   5 22 1500 7
310 E 56-040 39 00 04 A 1/2”   8 40   800 7.2
310 E 56-090 39 00 04 B 1/2” 15 90   350 7.3
310 E 56-140 39 00 04 C 1/2” 25 140   300 7.3
310 E 56-270 38 95 20 E 3/4” 50 270   100 7.7

EC-Screwdrivers with Torque- and Angle Transducer, reversible (square male), angle head

310 EW 36-0075-E10 20 09 52 A 3/8” 1.5   7.5 35 620
310 EW 36-0180-E10 20 09 52 B 3/8” 3.5 18 20 375
310 EW 36-0250-E10 20 09 52 C 3/8” 5 25 15 280
310 EW 36-0360-E10 20 09 52 D 3/8” 7 36 10 210

Type Part no. Drive Torque Speed
min.
Nm

max.*)
Nm

min.
rpm

max.*)
rpm

EC-Screwdrivers (hex. female)

320E19-0002 40 50 24 A 3 mm 0.03   0.2 150 1500
320E19-0005 40 50 24 C 3 mm 0.08   0.5 120 1200
320E19-0008 40 50 24 B 3 mm 0.15   0.8 100 1000

320E27-0004-D 41 65 00 A 3 mm 0.06   0.4 60 1200
320E27-0010-D 41 65 00 B 3 mm 0.15   1.0 50 1000
320E27-0018-D 41 65 00 H 1/4” 0.4   1.8 100 1000
320E27-0024-D 41 65 00 C 1/4” 0.4   2.4 50 700
320E27-0042-D 41 65 00 D 1/4” 0.7   4.2 40 400

320E36-0040-D 41 66 00 E 1/4” 0.5   4 100 1000
320E36-0060-D 41 66 00 A 1/4” 1   6 70 740
320E36-0090-D 41 66 00 F 1/4” 2   9 50 550
320E36-0120-D 41 66 00 B 1/4” 2 12 35 380
320E36-0180-D 41 66 00 C 1/4” 3 18 25 280

*) as per VDI/VDE 2647 Directive

Required accessories for MICROMAT-EC / MINIMAT-EC and MINIMAT-EC Servo screwdriver spindles: 
Controller (also see page 17of this catalogue)

310 E 30-... 310 E 36-...

310 EW 36-...

320E19-… 320E27-…

310 E 56-...
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MEASURING TECHNOLOGY

Designation Type Part no. Measuring range
Nm

Piezo-electric (PE) transducers

Torque-Dynamometer MP 1 PE 40 80 00 C ± 1
Torque-Dynamometer MP 25 PE 36 08 50 A ± 25
Torque-Dynamometer MP 200 PE 37 32 05 A ± 200
Torque-Dynamometer MP 1000 PE 40 80 00 A ± 1000
Torque-Wrench MS 25 PE-W 34 62 17 A ± 25

Strain gage (DMS) transducers

Torque-Dynamometer MP 2 DMS 38 52 00 B ± 0.1 to ± 2
Torque-Dynamometer MP 7 DMS 38 52 00 A ± 1 to ± 7
Torque-Dynamometer MP 25 DMS 38 52 00 C ± 4 to ± 25
Torque-Dynamometer MP 160 DMS 38 52 00 D ± 20 to ± 160
Torque-Dynamometer MP 500 DMS 40 80 88 A ± 50 to ± 500
Torque-Wrench MS 2 DMS 38 77 98 B ± 0.2 to ± 2
Torque-Wrench MS 7 DMS 38 77 98 A ± 1 to ± 7
Torque-Wrench MS 7 DMS-W 38 80 50 A ± 1 to ± 7
Torque-Wrench MS 25 DMS-W 38 80 50 C ± 4 to ± 25

Offset torque transducers

Torque transducer V002-E6.3/F6.3 38 54 81 B 0.2 to 2 (pos./neg.)
Torque transducer V005-E6.3/F6.3 38 54 81 C 0.5 to 5 (pos./neg.)
Torque transducer V010-E6.3/F6.3 38 54 81 D 1    to 10 (pos./neg.)
Torque transducer V020-E6.3/F6.3 38 54 81 E 2    to 20 (pos./neg.)

Part no. Measuring range
Nm

Increment
Nm

Drive (square male)

80 46 86 0 -  3.4 0.1 1/4”
80 46 87 0 -  8.4 0.2 1/4”
80 46 88 0 - 17 0.5 3/8” 
80 46 89 0 - 60 1 3/8”

Designation Type Measuring
channels

Voltage Remark

Measuring electronic ME 1000 DMS 1 24 VDC for Torque- and 
Angle Measurement

Measuring electronic ME 1000 PE 1 24 VDC for Torque- and
Angle Measurement

Printer ND 40/ND 100 — — —

Designation Type Measuring range
Power Supply

Electric Remark

Measuring electronic ME 5000 see Rechargeable Value
transducer Battery with Display

Docking Station
Battery charger

Measuring electronic ME 5400 see Power Unit Value Display
transducer 100 up to 240 Volt external

(50 or 60 Hz) standard 
PC-Monitor

Measuring electronic ME 5600 see Power Supply Value Display
transducer 85 up to 264 Volt LC-Display

(50 or 60 Hz) graphic
Touch Screen

Torque-Transducers for measuring instruments

Mechanical Torque-Wrenches with manual indicator

Measuring Instruments for stationary use

Measuring Instruments for manual use

ME 1000...

Measuring electronic ME 5000
with Docking Station

ME 5600

ME 5400

Torque-Wrench

Torque-Dynamometer

Mechanical Torque Wrench

Offset Torque transducer
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CONTROLLER TECHNOLOGY

Next to the screwdriver, the screwdriving controller is the most important component of an electronic 
screwdriving system. It controls the EC drive of the screwdriver according to the parameters of the 
screwdriving sequence, it evaluates measurement signals and provides all operating and documenta-
tion functions. 
The available systems - EC and EC servo, both equipped with highly dynamic brushless servo motors, 
differ in the way they generate torque measurement values. Whilst the EC technology of the controllers 
AST5 and AST10 are based on the exact motor current measurement, in the EC servo system of the 
controller AST30 the signals of the measurement transducer integrated into the tool are evaluated. 

•	 Torque range: 0.03 Nm - 0.8 Nm
•	 Screwdriver designs: straight handheld screwdriver with button start or push to start, screwdrivers 

for automatic screw feeding
•	 Number of multi-level screw sequences: 100 
•	 Documentation options: internal storage, output via Ethernet (Datalogger, http)
•	 Operator friendly colour touch screen for direct entry of screw sequences and tightening parame-

ters, graphic portrayal of screwdriving graphs
•	 Small size to fit in manual work stations 

•	 Torque range: 0.03 Nm - 25 Nm 
•	 Screwdriver designs: straight screwdriver spindle, straight handheld screwdriver, angle screw-

driver, pistol screwdriver, screwdriver for automatic screw feeding 
•	 Number of multi-level screw sequences: 16 
•	 Documentation options: internal storage, output via Ethernet (Datalogger, http), adjustable printer 

interface   
•	 PLC interface: inputs/outputs, Profibus

•	 Torque range: 0.2 Nm - 270 Nm
•	 Screwdriver designs: straight screwdriver spindle, screwdriver spindle with angled drive, additional 

components for handheld use of the screwdriver
•	 Number of multi-level screw sequences: 32
•	 Documentation options: internal storage, output via RS232 or Ethernet (Datalogger), printer interface
•	 PLC interface: input/output, Profibus

The function control increases the processing reliability of manual screwdriving assembly. It enables 
monitoring of every single screw assembly and guarantees the success of the screw connection on 
the component.

The screwdriving function controller fc10 and the handheld screwdriver MICROMAT-F/MINIMAT-F
provide the intelligent solution for your processing reliability. 
The screw system counts your assemblies, monitors their times, shuts-off only upon reaching torque, 
recognises work piece exchange and is 100 % self-checking.

The functions control fc20 also enables the monitoring of complex assembly processes through pro-
grammable sequences. This screwdriver controller can control up to three screwdrivers of differing 
types. The use of the fc20 allows you high flexibility for various screwdriving requirements on one 
component.

Screwdriving controllers - AST

Screwdriving controller Type AST5

Screwdriving controller Type AST10

Screwdriving controller Type AST30

Screwdriver controller fc10

Screwdriver controller fc20

Function control - fc
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FEEDING SYSTEMS

Press-In Tools

Vibratory Bowl Feeders and Sword Feeders 
for handheld Drivers and Press-In Tools

ERGOMAT-Z the stroke screwdriver for feeding machines

Type Number of
screw-
drivers

Filling
capacity

l

max.
Head dia.

mm

max.
Shaft length

mm

Shaft dia.
from - to

mm

Power
source

AC

1511-ES/0.15 1 0.15   5 8 1    -    2.5

230 V/115 V

1522-ES/0.15 2 0.15   4   8 1 -    2.5
1611/0.75 1 0.75 12 35 1.5    -    6.3
1622/0.75 2 0.75   8 25 2   -    6.3
1611/1.2 1 1.2 12 50 3 -    7
1511-ES/2.5 1 2.5 14 40 4   -  10
1522-ES/2.5 2 2.5 14 35 4   -  10

1711-ES/0.15-x 1 0.15      4.5  8 1 -    2.5
1811-1.5-x 1 1.5 12 25 2 -    6.3

Type Part no. Drive Screws Torque Speed,
idling
rpm

Driving
Stroke

mm

Weight

kilos
min.
Nm

max.
Nm

347 V-218 40 68 59 A 1/4” M 3 0.3 1 1900 – 0.8
347 V-318 40 68 59 B 1/4” M 3 0.3 1.4 1300 – 0.8
347 V-518 40 68 59 C 1/4” M 3 0.2 2   900 – 0.8
347 V-718 40 68 59 G 1/4” M 4 0.2 2.8   640 – 0.8

Press-In Tools for feeding systems

Type Parts to be transported Remark

EDG-..

EDGZ-..-..

Rivets, Dowel Pins

Pins, Bushings

with one press-in stroke

with one press-in stroke and
one additional locking stroke

ERGOMAT-Z

Performance data relate to an air pressure of 6.3 bar (90 psi)

1811-1.5-x1711-ES/0.15-x

1611-ES/0.75

1511-ES/0.15

1511-ES/2.5

Vibratory Bowl Feeders

Sword Feeders
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FEEDING SYSTEMS

Vibratory Bowl Feeders

Belt
Hopper

Screw-Presenters

Tape-on-reel

Screwfeeding Machines for stationary use

Nut Feeders  for stationary use

Feeders for small components for stationary use

Type Number of
screw-
drivers

Filling
capacity

l

max.
Head dia

mm

max.
Shaft length

mm

Shaft dia.
from - to

mm

Power
source

AC

05. . 1 - 6   0.15 5 8   1    -    2.5

230 V/115 V

06. . 1 - 6   0.75 8 / 12   35   1.6 -    6.3
06. . 1 - 6   1.2 16   50   3 -    7
05. . 1 - 6   2.5 14 / 16   50   4    -    8
05. . 1 - 6   6 30 100   8   -  16
05. . 1 - 4 12 30/40 120/130 12   -  18

14   -  20
08. . 1 - 6   1.5 12 25   2    -    6.3

Type Number
of

Outlets

Filling
capacity

l
Parts to be transported

Power
source

AC

06. . 1 0.75 Rivets, Bolts, Pin, Washers
230 V/115 V05. . 1 2.5 Sleeve etc.

08. . 1 1.5 Tooling Parts, Balls

Type Number of
screw-
drivers

Filling
capacity

l

Across
Flats
mm

Female
Thread

mm

max.
Nut height

mm

Power
source

AC

06. . 1 / 2 / 4 0.75 4/5.5 - 8 3 - 5 5    230 V/115 V
05. . 1 / 2 / 4 2.5    5.5 - 13/17 3 - 8 8

Screw-Presenters

Type Number of 
screw-
drivers

Filling
capacity

Shaft dia.
from - to

mm

Shaft length
from - to

mm

Operating
Voltage

DC

Remark

SG 1211-. . 1 0.1 1.4 - 5 2 - 25 12    for handheld Screwdrivers
for stationary ScrewdriversSG 0211-. . 1 0.1 1.4 - 5 2 - 18 12

Supply systems - Linear hoppers for feeding systems

Type Part no. Filling capacity
l

Operating Voltage
DC

B 10 41 50 50 A 10 24 V
B 20 38 50 11 A 20 24 V

Tape-on-reel

Type Suitable
components

Operating Voltage
DC

0111-. . single- and double-sided
adhesive components

24 V

Screwfeeding Machines for automated Assembly Units can be supplied with or without magnetic 
valves, as well as with electronic sequence control integrated.

Tape-on-reel
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SCREWDRIVING AND ASSEMBLY SYSTEMS

Application examples

The Gantry Screwdriving Cell:

Suitable for larger work areas (up to 
2.0 m x 1.5 m / 6.6 x 5.0 ft.), a gantry style 
screw-driving cell can be equipped with 
several individual  screwdriving stations.

These robotic screwdrivers can be used 
in individual workstations or in a conveyor-
integrated system

Screwdriving and assembly systems for 
efficient automatic production.

•	 one stop shop
•	 reliable
•	 efficient
•	 economical
•	 high level of reusability

The complete Assembly Cell

When looking for assembly tasks beyond 
screwdriving, DEPRAG offers complete 
assembly cells that can include welding, 
coil-winding, etc.

Such a station will include all necessary 
feeding, handling, pick & place, as well as 
the complete control functions.

From highly automated large-scale systems, fully automated assembly lines, standar-
dised assembly cells up to partially automated reliable manual work stations we offer an 
enormous range of automation solutions for the most varied of industries:

•	 Electronics industry, information technology and telecommunication
•	 Automobile industry
•	 Vehicle manufacture, Aircraft manufacture
•	 Household goods 
•	 Medical technology 
•	 Tool manufacture 
•	 Sanitation technology 
•	 Food industry 
•	 Machine construction 
•	 etc. 

DEPRAG - Your one stop shop, we take full responsibility for your complete system! 

Take a look at our capabilities and range from numerous application examples and 
customer references!
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STANDARDISED ASSEMBLY SYSTEMS

FULLY EQUIPPED MANUAL WORK STATIONS

Screwdriving, labelling, palettising, clipping, pressing in, laser engraving, ultrasonic welding, testing, gluing... 
DEPRAG assembly modules enable the low-cost realisation of numerous functions. 

We make use of our modular system in the creation of your assembly cells:

“Smart Work Benches" combine manual 
handling with processing reliability to equal 
automatic production. 

DEPRAG has a comprehensive range of 
sophisticated standard modules which are 
used to create precise, economical, and 
ergonomic manual work stations.  

These tried and tested components which 
can be combined to make a system of high 
reliability, allow flexible worker change- 
over without sacrificing quality.  

DCAM

DEPRAG COMPACT ASSEMBLY MODULE

The compact machine system with standardised base structure 
and integrated positioning and sequence controller.

DCAM-XS

DEPRAG COMPACT ASSEMBLY MODULE

The innovative micro-assembly-system for 
space-saving assembly  -  fast & flexible.
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MACHINE BUILDING COMPONENTS

Controller technology

Feeding technology – see page 18 / 19 of this catalogue

Measuring technology – see page 16 of this catalogue

The Screwdriving-Controller allows the complete 
sequence control of all DEPRAG standard 
screwdriving systems. A suitable controller with 

The standard software is available in four diffe- 
rent packages: CLASSIC, CLASSICplus, 
ADVANCED and PROFESSIONAL. 

Type Part no. number of
inputs

number of
outputs

number
Axis

Voltage

Standard

LC120 38 54 27 A 12 8 —

230 V / 115 V
LC124 34 99 84 A 14 10 —
LC156 34 99 84 B 30 26 —
LC172 34 99 84 C 38 34 —

sequence program is available for the various 
sizes and complexities of our systems.

The user can choose from these packages and 
receives optimal control and a clearly defined 
range of functions.

Control unit DPU100 DEPRAG PROCESSING UNIT

Industrial PC

System software: Windows CE

Cycle time: < 6ms

Display: 6.5” inch color touch screen with VGA resolution

Interface: 1x Ethernet, 1x EtherCAT, 2x USB 2.0

Depending on the task, control cabinet DSEC20 to DSEC40 
(DEPRAG SAFETY EXTENSION CONTROLLER)
is used with the DPU100

Inputs / Outputs: 32

Power Supply: 24 V DC with 10 A and security components

LC120

Control unit DPU100

LC124 to LC172

Control system and process controller -
DCOS DEPRAG CONTROLLER SYSTEM

Assembly and screwdriver controller
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MACHINE BUILDING COMPONENTS

Screwdriving function module

Screwdriver spindles – see page 13 / 14 / 15 of this catalogue

Screwdriving function module for automated screw assembly
Screwdriving function modules make up the base for every reliable, automated screw 
assembly. You also profit from our many years of experience in screwdriving technology 
and assembly automation. 
We offer both single spindle and multi-spindle units.

Wide variety for all applications
DEPRAG screwdriving function modules are extremely varied. For every application we 
have a suitable solution. For example our designs span a large torque range and single or 
multi-spindle units are available in various forms.  

The modular designs of our screwdriving units are based on six different
standard forms:
Normal
slim design for horizontal screw assembly or assembly from above 
Short design
for tight working spaces 
Under floor design
for vertical screw assembly from below 
Vacuum design
for difficult  to access or recessed screw positions in any screw direction 
Pick & Place design
for connection elements with defined pick position 
Nut design
for automatic feeding and assembly of nuts 
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AIR MOTORS

Air motors are safe and robust drive systems which come into play when a resilient, overload-safe, high performance drive is required. 
Always ready for action long after traditional drive technologies have stopped rotating.

Advantages:  explosion proof    high longevity   service-friendly   stainless steel   compact  sterilisable

A wide range of motors is available, such as oil-free, fully sealed, cleaning agent resistant motors for use in the food industry; sterilisable 
motors for medical technology; motors for use under special conditions such as the resilient drain milling robot drive; and our ATEX-
conform complete system of air motor - holding brake - gearing for use in potentially explosive environments. We will find the safest and 
most economical drive solution for your individual application, whether it is an air motor from our catalogue or a complex system solution.

BASIC LINE

Air vane motors

Speed regulator

Turbines

Accessories

Tooth-gear motors

ADVANCED LINE

AIR VANE MOTORS

PRODUCT SPECTRUM

•	BASIC LINE
•	ADVANCED LINE
•	POWER LINE
•	INDIVIDUAL LINE
•	Drill motors, Milling motors,
	 Grinding motors
•	Motors with integrated holding brake

Innovative system solution to offset speed 
fluctuations.

• Turbine production according to your
	 specific application
• Innovative turbine generator:
	 Harnessing power from small amounts of 

process gas

Maintenance units, special oil, pressure hoses, silencer, pressure regulator valves, etc. 
can be found in our product catalogue D3340 E.

Tooth-gear motors can be individually desig- 
ned according to your requirements.

Our product line of stainless steel motors 
stands out from the rest with its compre-
hensive range of sealed, oil-free operable, 
non-corrosive air motors. Particularly suita-
ble for use in the paper industry, food pro-
cessing industry, for medical technology 
and much more…

Power range:
20 - 1200 W
Your advantages:
•	 ATEX certified
•	 non-corrosive
•	 oil-free operable
•	 sealed
•	 reversible
•	 integrated holding brake design
•	 high performance, small size

D6400 E

Our great value for money model for use in 
non-critical production environments.
Additional benefit:
You save production time with our patented 
vane exchange system!

Power range:
200 W - 1,2 kW
Your advantages:
•	 ATEX certified
•	 patented vane exchange system
•	 wide speed range
•	 reversible
•	 robust design

D6200 E
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POWER LINE

INDIVIDUAL LINE

AIR VANE MOTORS

Drill Motors

Milling Motors

AIR VANE MOTORS FOR SPECIAL APPLICATIONS

Grinding Motors

Individual customisation
Great value customisation based on our 
modular principle, from individually desig-
ned motors to customer specific package 
deals, up to complete system solutions.

Your advantage:
•	 attractive price-performance ratio

Our product line of high performance bra-
cket and flange motors also features wide 
versatility. The high starting torque with 
an unparalleled low performance weight, 
the robust and reliable design are all clear 
advantages in comparison with an electric 
drive.

Power range:
1.6 - 18 kW
Your advantages:
•	 high performance
•	 high starting torque
•	 low performance weight
•	 robust, reliable design
•	 long life-span

D6600 E

Our efficient drill motors with slim design 
allow the smallest of drill spacings when 
using multi-spindle units, such as for the 
construction of windows.

Power range:
170 - 600 W
Speed range:
150 - 24,000 rpm
Your advantages:
•	 high precision drill chuck
	 with taper fitting

D6800 E

Our durable milling motors are particularly 
suitable for robot applications:
space saving and high performance with 
high speed ranges.

Power range:
250 - 400 W
Speed range:
max. 20,000 rpm
Your advantages:
•	 robust and precise bearing
•	 high running precision

D6800 E

Our grinding motors programme offers 
the advantages of the reliable handheld 
DEPRAG air grinding machines as an inte-
grated version for your machine.
The robust steel housing guarantees high 
precision and operational safety.

Power range:
150 - 400 W
Speed range:
20,000 -  47,000 rpm
Your advantages:
•	 high precision collet for various
	 shaft diameters
•	 high running accuracy

D6800 E
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Gear Motors

AIR VANE MOTORS

Motors with integrated
holding brake

TURBINES

Our turbines are energy efficient, high speed drives which are suitable for continuous use and have an optimal performance weight and gua-
rantee low air consumption. Each turbine is fluid-dynamically designed, calculated and individually produced specific to your application. 

The turbine does not need any tangential sealing. Operation of the turbine with oil-free air is therefore completely wear free. Turbo 
machines optimally use the energy of pressurised air. This reduces the air consumption by a third in comparison with an air motor. The 
performance weight [kg/kW] is only half as big.  

Function of a turbine
 
Turbines are turbo machines which can be 
designed to be single level or multi-level. 
The transformation of pressure energy into 
kinetic energy happens in the entry jet. 
On a two level turbine the largest part of 
the kinetic energy is transferred to the first 
rotor disc. The air flow is diverted over the 
fixed rotor disc. The remaining energy is 
transferred to the second rotor disc.

Application of turbines for 
energy reclamation
 
Our turbine generator enables 
power to be reclaimed from small 
amounts of process gas. 
With a small investment you can 
turn used energy into hard cash!

Application of turbines for
aircraft emergency exits
 
A pyrotechnic ignition indirect tur-
bine drive with reduction gear in 
PYROTAK emergency door activa-
tor provides high power density in 
a small package. 

Application examples of our turbine drives

Advantages of planetary gears:
•	 compact	design
•	 high	degree	of	efficiency
•	 optional	installation	position
•	 gear	ratio	5	-	50
Advantages of spur gears:
•	 good	value	for	money
•	 gear	ratio:	optional	(i	=	7	-	238)
Advantages of worm gears:
•	 good	value	for	money
•	 compact	design
•	 high	gear	ratio	possible	in
 one step from 14 - 80
•	 self-locking

Advantage of planetary gears:
•	 effective	holding	of	a	large
 centrifugal mass
•	 automatic	brake	by	pressure	drop
•	 drive	spindle	can	be	held	in	position	
 without air consumption

D6400 E / D6600 E

The great value complete solution: Custo-
mers benefit from our standard program of 
vane motors with integrated brake equip-
ment.

Available for the series 67 and 68 from 200 
W – 3.6 kW.

Due to the high speeds of air motors, gears 
are often necessary for speed adjustment 
when used in a machine.  
DEPRAG saves systems constructors the 
time and effort of laborious design work 
and interface adaptation between gears 
and air motor.
Our range already consists of a variety of 
standard motors with high quality inte-
grated gears at a favourable price-perfor-
mance ratio. If you cannot find a suitable air 
motor in our catalogue we also offer several 
low-cost combinations of air motors and 
gears.  

air
flow

guide wheel

2nd rotor disc

jet nozzle

1st rotor disc
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TOOTH-GEAR MOTORS

SPEED REGULATOR

ACCESSORIES

Innovative system solution to offset 
speed fluctuations. 

•	 universally applicable due to parameter 
options 

•	 wide range up to 80,000 1/min 
•	 precise, high resolution controller 

•	 designed for DEPRAG air motors
•	 service friendly
•	 economical

Maintenance units, special oil, pressure
regulator valves, pressure hoses, hose 
clamps and connectors  can be found in 
our product catalogue D3340E.

You can find the compatible silencer for your air motor in our  motor catalogues.
Compatible valves for the reversal and speed regulator can be purchased from any valve manufacturer.

Function of the Tooth-Gear Motor

Tooth-gear motors consist of two tooth 
wheels which turn with little play within a 
housing. One wheel is connected to rota-
te with the drive shaft, the other genera-
tes torque. Force is exerted on two flanks 
in the turn direction and one flank against 
the turn direction. Exhaust air builds up in 
chambers between the tooth flanks and 
housing wall, then is guided to the exhaust 
side and rotational movement is generated.

Structure of a Tooth-Gear Motor

exhaust

inlet

force exerted on fl ank
against turn direction

force exerted on fl ank
in turn direction

Our tooth-gear motors provide made-to-measure drive solutions for your individual application needs.

Seal plate Motor
housing

Tooth wheels Bearing needle

DEPRAG tooth-gear motors are oil-free operated.
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LISTING OF INDIVIDUAL CATALOGUES

SCREWDRIVING TECHNOLOGY
Handheld Screwdrivers pneumatic Handheld Screwdrivers electronic  Measuring Technology
D 3410  Overview Handheld Screwdrivers D 3480  Electric Screwdrivers  D 3020  Torque Transducers
D 3415  NANOMAT D 3490  MICROMAT-EC / MINIMAT-EC  D 3022  Torque Measuring Instruments
D 3420  MICROMAT D 3497  MINIMAT-EC-Servo, angle head design                for manual use
D 3421  MICROMAT / MINIMAT - ESD D 3495  MINIMAT-ED, Digital Electric  D 3024  Electronic Torque Measurements
              straight               Screwdriver                for stationary use
D 3430  MINIMAT, straight
D 3435  MINIMAT, pistol grip Screwdriver Spindles pneumatic  Feeding Technology
D 3440  MICROMAT-F /  MINIMAT-F D 3120  Overview Screwdriver Spindles  D 3820  Screw feeding systems for
              Screwdriving System D 3125  NANOMAT, Control Screwdriver                manual use
D 3450  MINIMAT, angle head design D 3130  MICROMAT / MINIMAT  D 3821  Press-in Devices
D 3460  SENSOMAT               Control Screwdriver  D 3830  Screw feeding systems for
  D 3135  MINIMAT Control Screwdriver                stationary use
Handheld Screwdrivers pneumatic               angle head design  D 3840  Screw Presenters
for special applications D 3140  SENSOMAT  D 3850  Supply systems – Linear hoppers 
D 3520  VARIOMAT D 3150  MICROMAT-C / MINIMAT-C  D 3870  Tape on reel
D 3530  Recycling Drivers               Torque Sensor Screwdriver Spindles  
D 3540  Slip clutch Screwdrivers  
D 3550  Flat head Wrenches Screwdriver Spindles electronic  
D 3570  Impulse Driver, without shut-off D 3160  MINIMAT-EC-Servo  
D 3571  Impulse Driver, with shut-off D 3165  MICROMAT-EC / MINIMAT-EC  
D 3470  MINIMAT-T  
   

 
AUTOMATION  AIR MOTORS
D 3380  Screwdriving Stations and D 3330  Services  D 6000  Air Motors
             Assembly Systems  D 6200  BASIC LINE
Standardised assembly systems   Accessories  D 6400  ADVANCED LINE
D 3370  DCAM D 3320  Inserting Tools for Screwdrivers                from 20 W up to 1,2 kW
D 3371  DCAM-XS D 3340  Workplace equipment and accessories  D 6600  POWER LINE
 D 3345  Position control stand (PKS)                from 1.6 up to 18 kW
Machine building components  D 6800  Air vane motors for
D 3350  Controller technology                special applications
D 3310  Screwdriving function modules  D 6900  Speed regulator
   

   

DEPRAG INDUSTRIAL AIR TOOLS  

Details will be provided at
www.depragindustrial.com

GENERAL INFO  

D 0030  Corporate Image  D 0080  Screwdriving Technique and
D 0012  Complete Product Line                Quality Assurance

 D 0090  Preventive maintenance and
                 repair of air-operated tools

Any news and further details will be provided at www.deprag.com – in the Internet.  All catalogues can be ordered there or down-loaded from there.
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DEPRAG - International

Algeria
	 EP-Technology Trading S.U.A.R.L.
	 29 Rue Ahmed Tlili - ZI Borj Cedria
	 TN-2055 Bir el Bey Tunis - Tunesien
	 Tel.: +216 / 79 / 412.889
	 Fax: +216 / 79 / 412.966
	 E-Mail: info@ep-technologie.com
	 www.ep-technologie.com

Argentina
	 ERIN S.A.
	 Av. Constituyentes 5751
	 AR-C1431EZI Buenos Aires
	 Tel.+Fax: +54 (0) 11 / 4573.1313
	 E-Mail: info@erin-sa.com.ar
	 www.erin-sa.com.ar

Australia
	 Assembly Technologies P/L	
	 P.O. Box 4918
	 North Rocks N.S.W. 2151
	 Unit 32, 287 Victoria Rd.
	 Rydalmere, N.S.W. 2116
	 Australia
	 Tel.: +61 / 1300 76 92 90
	 Fax: +61 / 2 / 8569 1721
	 E-Mail: paul@assemblytech.com.au

Austria
	 Ing. Christian Thonauer
	 DEPRAG-Fachberater
	 Steinbachstraße 133
	 A-3001 Mauerbach
	 Tel.: +43 / 1 890 14 55
	 Fax: +43 / 1 890 14 55-15
	 Mobil: +43 664 8444 989
	 E-Mail: c.thonauer@deprag.de

Belgium
	 AWP
	 Parelhoenstraat 24
	 B-9080 Lochristi – Belgium
	 Tel.: +32 (0) 9232 0678
	 Fax: +32 (0) 9342 0678
	 Mobile: +32 (0) 473 345907
	 www.awp-p.com
	 E-Mail: willems@awp-p.com

Brasil
	 Metalfema Ferramentas Pneumáticas
	 e Eléctricas Ltda.
	 Rua Saõ Pedro, 786
	 Saõ Leopoldo - RS – BRAZIL
	 ZIP 93.010-260
	 Tel.: +55 (0) 51 / 3205.1900
	 Fax: +55 (0) 51 / 3590.1856
	 E-Mail: metalfema@metalfema.com.br

China
	 DEPRAG Assembly Technologies Co., Ltd.
	 No. 111 Hong Ye Rd., Blk. 4 Unit D
	 Suzhou 215001, P.R. China
	 Tel.: +86 (0) 512-6251 2500
	 Fax: +86 (0) 512-6251 2700
	 www.deprag.com.cn
	 E-Mail: biz@deprag.com.cn
	 E-Mail: d.hua@deprag.com.cn

Czechia/Slovakia
	 DEPRAG CZ a. s.
	 ul. T. G. Masaryka 113
	 CZ-50781 Lázně Bělohrad
	 Tel.: +420 (0) 4 93 / 77 16 42
	 Fax: +420 (0) 4 93 / 77 16 23
	 www.deprag.com
	 E-Mail: info@deprag.cz

Denmark
	 Herstad + Piper K/S
	 Jernholmen 48C
	 DK-Hvidovre
	 Tel.: 0045 36774000
	 Fax: 0045 36777740
	 www.herstad-piper.dk
	 E-Mail: mail@herstad-piper.dk

Egypt
	 EP-Technology Trading S.U.A.R.L.
	 29 Rue Ahmed Tlili - ZI Borj Cedria
	 TN-2055 Bir el Bey Tunis - Tunesien
	 Tel.: +216 / 79 / 412.889
	 Fax: +216 / 79 / 412.966
	 E-Mail: info@ep-technologie.com
	 www.ep-technologie.com

Estonia
	 Pneumacon OY
	 PK 2841, Kose PK
	 EE-12001 Tallinn
	 Tel.: +372 6 419491
	 Fax: +372 6 419492
	 GSM: +372 56505234
	 www.pneumacon.fi
	 E-Mail: rauno.kolga@pneumacon.fi

Finland
	 Pneumacon OY
	 Palo-ojantie 5
	 FI-05800 Hyvinkää
	 Tel.: +358 10 7781400
	 Fax: +358 10 7781401
	 www.pneumacon.fi
	 E-Mail: harri.lindroos@pneumacon.fi
	 E-Mail: info@pneumacon.fi

France
	 DEPRAG S.A.R.L.
	 18 Rue du Ried
	 F-67590 SCHWEIGHOUSE sur Moder
	 Tel.: +33 388 / 06.14.17
	 Fax: +33 388 / 93.01.08
	 E-Mail: info@deprag.fr

Germany
	 Werk Amberg
	 Kurfürstenring 12-18
	 D-92224 Amberg
	 Postfach 1352
	 D-92203 Amberg
	 Tel.: +49 (0) 96 21 / 3 71-0
	 Fax: +49 (0) 96 21 / 3 71-1 20
	 www.deprag.com
	 E-Mail: info@deprag.de

Great Britain
	 DEPRAG Ltd
	 Unit B4 Pegasus Court
	 Ardglen Industrial Estate
	 Whitchurch – Hants
	 RG28 7BP
	 Tel.: +44 (0) 1256 895 074
	 Fax: +44 (0) 1256 895 274		
		  www.deprag.co.uk
	 E-Mail: sales@deprag.co.uk

Hungary
	 ADLER ’91
	 Export/Import Kereskedelmi
	 Takarék u. 18/B
	 H-8800 Nagykanizsa
	 Tel./Fax: +36 (0) 93 / 314 633
	 E-Mail: adler91adlovits@chello.hu
	 eCon Trading Kft.
	 H-1089 Budapest
	 Korányi Str. 3/B
	 Tel.: +36 1 477 0926
	 Fax: +36 1 477 0926
	 www.econtrading.hu
	 E-Mail: peter.miko@econtrading.hu

India
	 LEAPTECH Corporation
	 Mumbai office:
	 812 Cosmos, sector - 11
	 CBD Belapur
	 New Mumbai 400 614
	 Tel.: +91 / 22 / 2756.2822/2849
	 Fax: +91 / 22 / 2756.2881
	 E-Mail: leaptech@vsnl.net
	 www.leaptech.in
	 Delhi office:
	 C-332, Sector-10
	 Noida - 201 301
	 Tel.: +91 / 120 / 253.1393
	 Fax: +91 / 120 / 253.1060
	 E-Mail: leaptech@vsnl.net
	 Bangalore office:
	 # 53, Anchor
	 Suddagundapalaya
	 C.V. Raman Nagar
	 Bangalore - 560 093
	 E-Mail: leaptechbg@vsnl.net
	 Chennai office:
	 21/24 Kanchee Natrajan Street
	 Vasudevan Nagar
	 Jafferkhanpet
	 Chennai - 600083 INDIA

Indonesia
	 NEW SPEED TECHNOLOGY PTE LTD
	 1, Clementi Loop, #02-03
	 Singapore 129808
	 Tel.: +65 8128 2389, +65 9226 6665 
	 Fax: +65 6219 1249
	 www.newspeed.com.sg
	 E-Mail: enquiry@newspeed.com.sg

Iran
	 NACCARSON AIR TOOLS Co., Ltd.
	 Azadi Ave. No. 673
	 IR-Tehran 14 588
	 Tel.: +98 (0) 21 / 66006602 + 66015656
	 Fax: +98 (0) 21 / 66009451
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	 FARA SANAT Co.
	 No. 208, Abzar Yaragh passage
	 Imam Khomeyni Ave.
	 Postcode 1136748173
	 Tehran - IRAN
	 Tel.: +98 (0) 21 / 667.60005
	 Fax: +98 (0) 21 / 667.34757
	 E-Mail: fara_sanat@yahoo.com

Italy
	 FlexLink Systems S.p.A.
	 Via Carolina Romani, 2
	 20091 Bresso (MI)     
	 Italy              
	 Tel.:  0039 02 610348 1
	 Fax.: 0039 02 610348 10
	 www.flexlink.com
	 E-Mail: info.it@flexlink.com

Japan	
	 NIPPON GESCO Ltd.
	 825-1 Karima, Tsukuba-City
	 Ibaraki-Pref. 305-0822
	 Japan
	 Tel.: +81 (29) 855-3976
	 Fax: +81 (29) 828-5578
	 E-Mail: mail@gesco.co.jp

Jordan
	 EP-Technology Trading S.U.A.R.L.
	 29 Rue Ahmed Tlili - ZI Borj Cedria
	 TN-2055 Bir el Bey Tunis - Tunesien
	 Tel.: +216 / 79 / 412.889
	 Fax: +216 / 79 / 412.966
	 E-Mail: info@ep-technologie.com
	 www.ep-technologie.com

Korea (South)
	 Screwdriving / Assembly Technology /
	 Automation / Air motors
	 FAtec Co., Ltd.
	 # 717 LG Palace B/D
	 165-8 Dongkyo-dong
	 Mapo-gu Seoul
	 KOREA
	 Tel.: +82 (0)  2 / 2688.2152
	 Fax: +82 (0)  2 / 2688.2893
	 www.fatec.co.kr
	 E-Mail: fatec@fatec.co.kr

Lithuania
	 HIDROTEKA
	 Engineering Services
	 Chemijos 29E
	 LT-51333 Kaunas
	 Tel.: +370 (0) 37 452.969
	 Fax: +370 (0) 37 760.500
	 www.hidroteka.lt
	 E-Mail: hidroteka@hidroteka.lt

Luxembourg
	 AWP
	 Parelhoenstraat 24
	 B-9080 Lochristi
	 Belgium
	 Tel.: +32 (0) 9232 0678
	 Fax: +32 (0) 9342 0678
	 Mobile: +32 (0) 473 345907
	 www.awp-p.com
	 E-Mail: willems@awp-p.com

Malaysia
	 NEW SPEED TECHNOLOGY PTE LTD
	 1, Clementi Loop, #02-03
	 Singapore 129808
	 Tel.: +65 8128 2389, +65 9226 6665 
	 Fax: +65 6219 1249
	 www.newspeed.com.sg
	 E-Mail: enquiry@newspeed.com.sg

Marocco
	 EP-Technology Trading S.U.A.R.L.
	 29 Rue Ahmed Tlili - ZI Borj Cedria
	 TN-2055 Bir el Bey Tunis - Tunesien
	 Tel.: +216 / 79 / 412.889
	 Fax: +216 / 79 / 412.966
	 E-Mail: info@ep-technologie.com
	 www.ep-technologie.com

Netherlands
	 Zumpolle b.v. Montagetechniek
	 Postbus 29
	 NL-5306 ZG 	
	 Brakel/Niederlande
	 Tel.: +31 (0) 418 / 67 18 16
	 Fax: +31 (0) 418 / 67 32 17
	 www.zumpolle.net
	 E-Mail: info@zumpolle.net

Norway
	 DEPRAG Scandinavia AB
	 Gap Sundins väg 3
	 SE-63346 Eskilstuna
	 Universal Import
	 Tel.: +47 / 513 / 20203
	 Fax: +47 / 514 / 82553

Philippines
	 NEW SPEED TECHNOLOGY PTE LTD
	 1, Clementi Loop, #02-03
	 Singapore 129808
	 Tel.: +65 8128 2389, +65 9226 6665 
	 Fax: +65 6219 1249
	 www.newspeed.com.sg
	 E-Mail: enquiry@newspeed.com.sg

Poland
	 INTEGRATOR – RHC
	 AUTOMATYZACJA I ROBOTYZACJA
	 PROCESÓW PRODUKCYJNYCH
	 ul. Wielki Row 40B
	 PL-87-100 Torún
	 Tel.: +48 / 56 / 66 93 841
	 Fax: +48 / 56 / 66 93 805
	 www.integrator-rhc.pl
	 E-Mail: leszek.wojtowicz@rhc.com.pl
	 E-Mail: marek.sobocinski@rhc.com.pl

Portugal
	 IberoAir – Unipessoal, Lda.
	 Mourisca do Vouga
	 Apartado 30
	 P-3754-907 Trofa AGD
	 Tel.: +351 (0) 234 690 080
	 Fax: +351 (0) 218 647 214
	 www.iberoair.pt
	 E-Mail: iberoair@iberoair.pt

Singapore
	 NEW SPEED TECHNOLOGY PTE LTD
	 1, Clementi Loop, #02-03
	 Singapore 129808
	 Tel.: +65 8128 2389, +65 9226 6665 
	 Fax: +65 6219 1249
	 www.newspeed.com.sg
	 E-Mail: enquiry@newspeed.com.sg 

Slovenia
	 MB-NAKLO D.O.O.
	 Toma Zupana 16
	 SLO-4202 NAKLO
	 Tel.: +386 (0) 4 / 277 17 00
	 Fax: +386 (0) 4 / 277 17 17
	 E-Mail: mb-naklo@siol.net

Spain
	 ALCOTAN Sistemas s.a.
	 pº de la Direccion, nmro. 95,
	 local
	 E-28039 Madrid
	 Tel.: +34 91 / 311.17.84 + 311.18.01
	 Fax: +34 91 / 311.60.53
	 E-Mail: alcotansis@jazzfree.com
	 Barcelona office:
	 Passeig de la Mare de Déu del
	 Coll, 122-124
	 E-08023 Barcelona
	 Tel.: +34 93 / 2 85 50 34

South Africa
	 Dowson & Dobson Industrial
	 P.O. Box 1162
	 ISANDO 1600
	 Republic of South Africa
	 Mr. Terry O’Kelly, Director
	 Tel.: +27 11 392 2367
	 Fax: +27 11 392 3573
	 www.dowson.co.za
	 E-Mail: terry.okelly@dowson.co.za

Sweden
	 DEPRAG Scandinavia AB
	 Gap Sundins väg 3
	 SE-63346 Eskilstuna
	 Tel.: +46 (0) 16 / 12 61 10
	 Fax: +46 (0) 16 / 13 31 88
	 www.deprag.se
	 E-Mail: info@deprag.se

Switzerland
	 AxNum AG
	 Solothurnstr. 142
	 CH-2504 Biel-Bienne
	 Tel.: +41 (0) 32 343 30 60
	 Fax: +41 (0) 32 343 30 69
	 www.axnum.ch
	 E-Mail: office@axnum.ch

Taiwan
	 I HEN MACHINE Co. Ltd.
	 6F-9, No. 12, Lane 609, Sec. 5
	 Chung-Hsin Road,
	 San-Chung City
	 241 Taipei Hsen
	 Tel.: +886 (0) 2 / 2999.6766
	 Fax: +886 (0) 2 / 2999.6236

Thailand
	 NEW SPEED TECHNOLOGY PTE LTD
	 1, Clementi Loop, #02-03
	 Singapore 129808
	 Tel.: +65 8128 2389, +65 9226 6665 
	 Fax: +65 6219 1249
	 www.newspeed.com.sg
	 E-Mail: enquiry@newspeed.com.sg

Tunisia
	 EP-Technology Trading S.U.A.R.L.
	 29 Rue Ahmed Tlili - ZI Borj Cedria
	 TN-2055 Bir el Bey Tunis - Tunesien
	 Tel.: +216 / 79 / 412.889
	 Fax: +216 / 79 / 412.966
	 E-Mail: info@ep-technologie.com
	 www.ep-technologie.com

Turkey
	 MEKA LTI.STI
	 Tepecik Mah. Ziya Gökalp Cad. No:3
	 41135 Köseköy-IZMIT - 
	 KOCAELI - TÜRKEI
	 Tel: 90 262 373 65 03 - 373 65 04
	 Fax: 90 262 373 65 05
	 Gsm: 0.532.201 71 06
	 www.me-ka.com

USA, Mexico and Canada
	 DEPRAG Inc.
	 640 Hembry St. / P.O. Box 1554
	 Lewisville, TX 75057-4728
	 Phone: +1 / 972 / 221-8731
	 Fax: +1 / 972 / 221-8163
	 Toll Free: (800) 4 DEPRAG
	 www.deprag.com
	 E-Mail: deprag@depragusa.com



31



Te
ch

ni
ca

l a
lte

ra
tio

ns
 a

re
 re

se
rv

ed
   

– 
  F

ri

DEPRAG SCHULZ GMBH u. CO.
P.O. Box 1352, D-92203 Amberg, Germany
Kurfürstenring 12–18, D-92224 Amberg
Phone (0 96 21) 371-0,  Fax (0 96 21) 371-120
www.deprag.com
info@deprag.de
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